
50. CZAH–POMIAR Sp. z o.o. – 40–241 Katowice, ul. Porcelanowa 25, Tel.: +48 32 607 31 50, Fax: +48 32 607 31 73, e-mail: office@czah.pl   

Give transmitter details; table 5 (skip if not requested)

Give code of the fixing; table 4

Give length L (mm)

Give tube diameter; table 3

� The sensors are made of1H18N9T (gat.321) stainless steel. Different types of steel on request.

� Operating temperature: -40 °C ÷ 200 °C. Version III sensor considering its construction, after contacting the sales

department, operating temperature: -40 °C ÷ 400 °C.

� Thermometers are intended to measure solids and liquids and gases in pipelines, industrial tanks and drains.

� The sensor may contain a built-in programmable transmitter transforming resistance changes into the standard current

signal from 4 ÷ 20 mA.

� The built-in transmitter is based on a programmable transmitter SEM106P which allows to set the measuring range using

the configurator, available software and USB port.

� The sensors can be calibrated in the Accredited Laboratory (length over 200 mm, contact the sales department to request

shorter length ).

23 version
Sensor

type
Accuracy class

wiring

configuration

tube

diameter
length fixing transmitter

version:

I,II or III

(see the picture)

Pt 100

Pt 500

Pt 1000

Give accuracy class; table 1

Give wiring configuration; table 2

141223
METAL SHEATHED RESISTANCE 
THERMOMETERS WITH INDUSTRIAL 
CONNECTOR GDM WG. DIN 43650 
(HIRSCHMANA)

ORDERING CODE:TAB. 

23 – I – Pt100 – A – 3 – 6 – 200(PSK) – G1/2 – 0÷150 °C (4÷20 mA)

Temperature sensor model 23 (resistance thermometer, metal sheathed) version I. Type Pt-100, class A, 3-wire configuration,

thermowell diameter 6 mm, length beneath the hex fitting (PSK) 200 mm, with stub pipe G1/2”. Transmitter set from 0 ÷ 150

°C (4 ÷ 20 mA ).

23 I Pt100 A 3 6 200 (PSK) G1/2
0÷150 °C
(4÷20 mA)

L(
PG

)

L(
PS

K)

L(
PG

)

L(
PS

K)

L 2

L(
PG

)

L(
PS

K)

Version I

Version II

Version III

In version III - length L2, standard 30 mm, other
dimensions to be agreed with the sales
department.



51.CZAH–POMIAR Sp. z o.o. – 40–241 Katowice, ul. Porcelanowa 25, Tel.: +48 32 607 31 50, Fax: +48 32 607 31 73, e-mail: office@czah.pl   

TEMPERATURE RANGE FOR RESISTANCE THERMOMETERSTAB. 1

TOLERANCE CLASS FOR THIN FILM RESISTORS TOLERANCE VALUE **)

A -40 ÷ +200 ±(0.15+0.002 l t l)

B -40 ÷ +200 ±(0.15+0.002 l t l)

*) to PN-EN60751:2009

**) ltl – temperature in °C no matter what unit (absolute value)

SINGLE (ONE RESISTOR)

2-WIRE DESIGN 3-WIRE DESIGN 4-WIRE DESIGN

white

red

white

red
red

white
white

red
red

DOUBLE (TWO RESISTORS)

2-WIRE DESIGN

white

red

yellow

black

WIRING CONFIGURATION AND COLOURMARKINGTAB. 2

OUTER THERMOWELL DIAMETER

[MM] *)

4,0

5,0

6,0

8,0

*) other diameters available on request

DIAMETERTAB. 3

CODE DESCRIPTION MATERIAL THREAD

M2015 Fitting welded to
the thermowell *) steel

M20x1.5

G12 G1/2’’

*) inne gwinty do ustalenia

FIXINGTAB. 4

If the tramsmitter signal is requested eg. signal 4…20 mA, give all the necessary details, such as: temperature range.

TEMPERATURE TRANSMITTERTAB. 5
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PROGRAMMING THE CONVERTER – SCHEME.TAB. 6

1

2

3

1

2

3

1

2

3

1

2

3

2-wire configuration,

version I sensor only

4-wire configuration,

Version I sensor only

3-wire configuration,

version I sensor only

2-wire configuration,

double,

version I sensor only

WARNING: Do not program the device after connecting a power supply.

Pin1 Pin2

Programmer
USB

Download the sotfware:
www.status.co.uk


