
53.CZAH–POMIAR Sp. z o.o. – 40–241 Katowice, ul. Porcelanowa 25, Tel.: +48 32 607 31 50, Fax: +48 32 607 31 73, e-mail: office@czah.pl   

Give cable length Lp

(the standard cable length is 2 meters. Contact the sales department to request different length).

Give wiring configuration; table 2 (Resistance thermometers only, two-wire ).

� The measuring elements (weld, Pt100 resistor) are placed in silicone sheath which makes it completely resistant to oils and

other liquids.

� Cables: resistance thermometers – twisted cable, thermocouples– flat cable. Teflon insulated cables.

� Operating temperature : -50 °C ÷ 150 °C.

� Sensors intended for temperature measurement in pipes, heating cables and ventilation shafts.

� Sensor dimensions: 15 mm x 30 mm.

24 sensor type
Accuracy

class

wiring

configuration

Cable length

Lp (m)

Pt100**)

or K, N, J

Give accuracy class 2 or B *) **)

141224
SILICONE SHEATHED RESISTANCE 
THERMOMETERS AND THERMO- 
COUPLES – SELF-ADHESIVE.

ORDERING CODE- THERMOCOUPLESTAB. 

24 – K – 2 – 2

Temperature sensor model 24 ( type „K” in silicone sheath – self-adhesive ), class 2, two-wire, cable length 2 m.

*) – class 1 available on request. Tolerance to PN-EN 60584-1 standard, table I, page 63

**)- for RTD: class A and other types than Pt100 available on request

24 K 2 2

ORDERING CODE – RESISTANCE THERMOMETERTAB. 

24 – Pt100 – B – 3 – 2

Temperature sensor model 24 ( type „Pt100 in silicone sheath – self-adhesive ), class B, three-wire, cable length 2 m.

24 Pt100 B 3 2


