RESISTANCE THERMOMETERS
(RTDS) WITH INDUSTRIAL
CONNECTORMIZ

A high quality RTD sensor with built-in M12 connector for use in industrial automation and machine applications.

There are two options available:
| — with a plain tube diameter 15 mm,
Il - with a thread.

Both versions are with pipe 0 3.0 mm or 0 6.0 mm. Lengths are: 50, 100, 150, 200 and 250 mm. Thermowell is made of steel
AlISI 316, which protects it against corrosion while working in various liquids and gases. RTD can be assembled directly in tanks,
Version | Version |l pipelines and thermowells.
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Give accuracy class, table 1

Give wire configuration, table 2
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Give sheath diameter, table 3
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Give length L (w mm)

Give termination type, table. 4 (only for version 1)

Give only if connector GM12 is required

TAB. TAB. ORDERING CODE

25 Il Pt100 A 4 6.0 150 G1/2 GM12

25-11-Pt100-A-4-6.0-150 - G1/2 - GM12

RTD model 25 with thread M12, Il version, type Pt100, class A, 4-wire configuration, sheath diameter 6.0 mm, sheath length150
mm, with thread G1/2", female connector GM12.
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TAB.1 OPERATING TEMPERATURE RANGE

CLASS FOR THIN FILM RESISTORS TOLERANCE ACCURACY *¥)
A -40 + +200 +(0.15+0.002 1t 1)
B -40 + +200 +(0.15+0.002 1t 1)

*) PN-EN60751:2009
**) Itl - temperature module in °C regardless of the sign (absolute value)

TAB.2 CONNECTION DIAGRAM AND COLOUR MARKING

SINGLE (1 RESISTOR)

2-WIRE DESIGN 3-WIRE DESIGN 4-WIRE DESIGN
red red red
red red
white white white
white
TAB.3 /> DIAMETER TAB.4  HOW TO CONNECT
OUTER SHEATH DIAMETER SYMBOL DESCRIPTION MSTERIAL THREAD
[mm] *)
12NPT 1/2"NPT
3.0 G12 G1/2" (1/2" BSPP)
14NPT Val/4"NPT
6.0 Steel fitting steel
G14 G1/4” (1/4"BSPP)
*) different diameters on request
M81 M8 x 1
M101 M10x 1
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